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产品说明

1.1 产晶特点

DLF系列模块化减速电机是宁波东力传司设备股份青限公司全新

设计开发的第四代高性能模诀化减速电机， 真主要优点青:

更高程度的模块化设计，使全系列产晶使用更少的零件， 并满足

更多不同行业和场合的应用需要 ;

齿轮采用优质低碳合金钢渗碳洋火磨齿工艺和修形技术使产面具

青更高的承载能力， 运行更可靠，眠音更低， 效率更高;

独特美观的整体式高强度铸造福体， 具育更高的刚性和2月振性 ;

更为精细的传动比分级，充分满足用户的到精准输出转速的需

求;

更全面的设计， 使产自适合在空间任意角度安装。

1.2 使用条件

环境温度

DLF系列减速电机在添加1 .4章所规足的润滑油的情况下可在下

表所述环境温度范围内正常运行 :

Product Description 

1.1 The features of DLF 

DLF series modular gearmolors are complelely new design gearmolors 

Advanlages are: 

More sizes wilh a reduced variely of parts; 

Increased power capacily, lower noise and higher efficiency by grinding and 

modifying gears 

The all-in-one box provides higher rigidily and higher vibralion resislance 

More ralios salisfy Ihe need of accurale oulpul speed 

Gearmolors can be supplied for eilher horizonlal or vertical inslallalion in any 

angle 

1.2 Ambient conditions 

Ambient temperature 

The following slandard lemperalure ranges are permitted for filling Ihe gear 

unils according 10 Ihe lubricanl lable illuslraled in chapler 1.4 

减速电机 I Gearmolors 润滑油 I Lubricanl jij飞烧温度 I Ambienl lemperalure 

DLF 系列减速电机 CLP(CC) VG220 10 ' c ... +40 ' c 

海拔高度

在高海拔值置， 由于空气密度下降，电动机和齿轮稽的散热能力

下降。样本中的额定数值为最大海拔高度为 1000米的值。海拔高度

超过1000米必须害虑海拔高度影响， 详细请与东力公司联系。

相对湿度

通用环境湿度<90%。

当环境湿度高于90%囚@须苍虑特殊表面防护的要求， 详见2.8表

面防护说明。

1.3 通用技术条件

功率和转矩
样本中列出的回率为电动机的额定输出团率， 减速电机的输出目

率要害虑减速机的效率。输出转矩为减速机或减速电机的输出转矩，

真是指减速 (电 ) 机在M1安装万式时 (高速级齿轮没育完全浸入润

滑油中 ) . 在标准润滑和环境温度情况下的值。

速度

选型表提供的输出转速是推荐值， 实际输出转速取决于电司机的

负载和电源供电状况。
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Installation altitude 

Due 10 Ihe low air densily al high inslallalion alliludes, Ihe heal dissipalion on 

Ihe surface of molors and gear unils decrease. The raled dala lisled in Ihe 

calalogue applies 10 an inslallalion allilude of maximum 1000 m above sea 

level. Inslallalion alliludes of more Ihan 1000 m musl be laken inlo accounl 

for projecl planning of gear unils and gearmolors. Please conlacl wilh Donly 

for delails 

Relative humidity 

Normal relalive humidily should be lower Ihan 90% 

Relalive humidily of more Ihan 90%, Ihe su厅ace proleclion musl be laken 

inlo accounl according 10 chapler 2.8 

1.3 General notes 

Power and torque 

The power and lorque ralings lisled in Ihe calalogs refer 10 mounling posilion 

M1 , in which Ihe inpul slage is nol complelely submerged in oi l. In addilio门 ，

Ihe gearmolors are assumed 10 be slandard versions wilh slandard 

lubricalion and under normal ambienl condilions 

Please nole Ihal Ihe molor power shown in Ihe seleclion lables for 

gearmolors is subjecl 10 seleclion . However, Ihe oulpul lorque and Ihe 

desired oulpul speed are essenlial for Ihe applicalion and need 10 be 

checked 

Speeds 

The quoled oulpul speeds of Ihe gearmolors are recommended values. The 

aclual oulpul speed depends on Ihe molor load and Ihe supply syslem 
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